
MAC FAUCETS 
The World's Finest Selection of Designer & Commercial Automatic Faucets! 

 
Industry Standard™ Faucet Line 

 

 

              Model FA444-12 

 

 
Featuring: 
 

• Solid Brass Faucet. 

• Solid Brass Operating Valve.  

• Resin Encased Control Electronics. 

• Battery powered, 4 standard AA batteries. 

• Visible Low Battery Indicator. 
 
 
 
The model 12 is ideal for applications where price is key consideration. Although the model 12 is in fact ONE OF THE 
BEST PRICED electronic faucet available on the market today, this unique faucet is rated HEAVY DUTY and features 
the Faucet Automator model FA444. Manufactured to last, the FA444 employs an all in one sensor/electronic 
package. This package is hermetically sealed with visible low battery indicator. Also employed is a SOLID BRASS 
solenoid valve that is specially designed for high traffic applications. 
 
 
 
 
 

Package Includes 
 

Faucet 
 

FA444 Automator 
 

Single Water Source  
Fitting 

 
Back Flow Preventers 

 
Stainless Steel Hose 

 
Mounting Hardware 

 
Batteries Pre-installed 

 
All the hardware necessary 
for satisfactory installation 

 

(Optional)  
 

Deck Plate for 4” 
Center Installation 

 
Mixing Valve, Factory 

Preset 50/50 

     ANSI A112.18.1M 
 

CSA Standard B125, 
2.2 U.S. GPM 

 
Complies with NSF 

Standard 61, Section 9 



Optional Equipment: 
 

● Lavatory Drain, Grid and Pop-Up Type.      ● Deck Plate for 4” or 8” Center 
Sinks.      ● Adjustable & Nonadjustable Under the Sink Mixing Valve.      ● 

Matching Above The Sink Water Mixing Valve.      ● Matching Soap Dispenser.       
● Matching Hole Cap Cover.      ● Matching Off-Body Pop-Up Lift.      

  ● AC Adapters.       

Specifications and Dimensions 

 
Model: FA444FA444FA444FA444----12121212    

Spout: Chrome Plated Solid Brass 

Power: 4 (AA) Alkaline Batteries or AC Adapter 

Battery life expectancy: 200,000 cycles 

Solenoid valve: 6 Volt magnet latching 

Working Water Pressure: 1 PSI -100 PSI 

Supply Inlet Size: 1/2” NPT Male 

Water Temperature Control: None 

Pop-Up Drain Rod: None 

Sensor type and Location: Active Infrared, Neck mount 

Sensor Microprocessor: Digital, Pug And Play 

Sensing Range: 2” to 6”  

Response Time: 0.6 Second 

Shut-Off Delay Time: 2 Second 

Maximum Running Time: 60 Seconds 

Particle filter size: 50 Mesh 

Aerator:    2.2 GPM. Optional 1.0 GPM, 0.5 GPM 

 

 

 

 
 
 

 
 

All Dimensions in Inches 
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